Using the Yamaha DTX12M App for iPad 
with your DTX12M Instrument

Prepared by Tom McGillen
Marchingaudio.com

Yamaha has a great new app for the DTX12M that makes programming the instrument much easier.  It requires:

1. Apple iPad or iPad mini (generation 2 or later)

2. Yamaha DTX12M app from the App store (free) 
http://usa.yamaha.com/products/musical-instruments/drums/apps/dtx_multi-12_touch/?mode=model

3. Apple Lightning to USB Camera Connection Kit ($29.00)

4.  Standard USB 2.0 A-B cable (this is the type of USB cable most commonly found)

Once you have these items, follow the following instructions to get the app working with your Yamaha DTX12M.

1.  Back up your information on the DTX12M (see page 23 of the manual).  The firmware update can overwrite your previous information, so make a back up first.

2.  You will need to update your DTX12M unit to the newest firmware (Version 1.03).  Follow this link to get the update.

How to Perform a Yamaha DTX12M Firmware Update

There is a video here.  Take the time to watch it first:
https://yamahadtx.com/resource-categories/item/372-dtxm12-firmware

And the Firmware link for your USB flash drive is here:
http://download.yamaha.com/search/product/?site=usa.yamaha.com&language=en&category_id1=16091&category_id2=16522&category_id3=16554&product_id=1048808


Update the firmware on the unit
1. Start with the power off.  Insert the USB drive into the DTX12M

2. Hold down the [▲▼] button.

3. Turn the power ON.

4. Press the [ENTER] button.

NOTE: This process will take a few minutes.

NOTE: When the update process is completed, the message “Completed. Reboot MULTI 12” will appear.

5. Turn the power OFF.

6. Check the version of the firmware by pressing the [SHIFT] button.

7. Turn the power ON.  Version 1.03 should appear.

Change the exchange port of MIDI data
Next you will need to change the setting in your DTX12M so that it uses the USB to HOST port instead of the MIDI port.  You can find this information on page 13 of the DTX manual.  Make sure to do this after you perform the firmware update.
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3 To enable the exchange of MIDI data via the USB
TO HOST port, press the [UTILITY] button to
access the UTILITY setting area and then navi-
gate to the MIDI In/Out page (UTIL6-9).

UTILE-2  <MIDI>
MIDI IM/OUT=MIDI

Set the MIDI IN/OUT parameter to “USB” (using
the [+/INC] button if necessary).

UTILE-2  <MIDI>
MIDI IH-OUT=USE

B Press the [STORE] button and store this setting.






Using the Vamaha DTX12M App for iPad
it your DTX12M Instrument

Prepare by Tom McGilen
Marchingaudiocon

Vo o  great new ap o the DTXIZM that makesprogramming
e nsrumentmch xse, e reirs:

1 AppletPador s i geeration2rter)

2 Yamaha DTXi2M app fom the Ap stre(ee)
bt/ omahacomproduess st

5 Appl ighting o USB Camera Connection i 525.00)

4 Standard USB 20 -8 cble (i he type o USH cable ost
Commonyfound)

app working with your Yamaha X120,

1. Backup yourformtion o the DTXIZM (s page 23 ofthe.
manua). The o updat conovrwrit o reious nformatin,
Somakea backup s

2 Yol nced 0 updste our D12 unt 0 the et e
erson 1.05) Follow i ko gt theupiste

How o Performa Yamaha DTXI2M Frmware Updte

There s videohre. Tk the time 0 watch s

s vamahadocomesource-coegores em,372- G2

An he Firmware lnk fo your USB ashdrve i ere:
ot yamaa o ssecpodc e acyamab comt

55 produc 4-104308



